
PIPESPIPES
DESIGNED FOR 
AGRICULTURE 

K-Pipe™

LD Pipe

Oasis® Pipe Series

E�uent Pipe

MDID Imperial Pipe



What is K-Line™?
• K-Line is a flexible hose line sprinkler system originally 

designed for irrigation. However, the low application 
rate makes the K-Line system well suited to e�uent 
distribution. At the heart of the system is a series of 
tough plastic pods protecting a sprinkler, firmly attached 
to special K-Line K-Pipe.

• K-Line provides an excellent method of liquid           
dispersal options from the many and varied sources.

• K-Line systems are all designed to operate at low 
pressure.

• K-Line provide a number of product choices which gives 
you maximum flexibility of a customised e�uent dispersal 
system for your farm.

• K-Line will suit any paddock shape, size or terrain.

• K-Line is easily moved by any quad-bike or farm vehicle.

• K-Line is a low application rate system.

K-Pipe™ Fittings Types
• Specific K.Pipe fittings

32-45mm in four main types Male Couplers, Female  
Couplers, Joiners & Reducing Joiners    
Especially strengthened for K-Line shifting.   
Colour coded to avoid mistakes on selection:      
32mm Black Nuts, 40mm Blue Nuts, 45mm Black Nuts

Nominal Bore Average Outside
Diameter (mm)

Average Wall
Thickness (mm)

Max Working Pressure Average Internal 
Diameter (mm) psi kPa

After many years of development of the K-Line 
brand, RXP is proud to provide K-Pipe. We think it is 
at the pinnacle of pipe development for this vigorous 
application. Where other products will ultimately fail, 
K-Pipe will lead the way.

K-Pipe is striped to easily identify that this is K-Lines’ 
best pipe system and also to ensure that the pipe is 
not twisted before installation. 

If the stripe is always ‘up’

Then you’ll know!

Features
Because K-Pipe is relatively thick in the wall section, 
it resists strongly to ‘kinking’ and wear and tear.

K-Pipe is made from specially derived PE material that 
enables torque not to be transmitted between pods but 
to still resist pressure and pull loads.

Benefits
• Designed specifically for K-Line Irrigation above   

ground use and also dragline for e�uent    
applications

• Addresses the vigorous shifting of K-Line®

• Not about pressure rating but about 

• Flexible performance

• The lettering on the pipe is at 1 metre spacing to
ease installation

• Selection of sizes - 32, 40, 45, and 63mm.

• Tough

• Resilient

K-PIPE™

Stripes at the top
for correct positioning.

Pressure Ratings

32mm 650 kpa

40mm 600 kpa

45mm 550 kpa

63mm 600 kpa

32mm 37.75 3.30 94 650 31.20

40mm 44.15 3.30 87 600 37.55

45mm 50.25 3.30 80 550 43.55

63mm 63.30 4.00 72 500 55.20

K.Pipe Dimensions and Pressure Ratings

32mm
(black)

40mm
(blue)

45mm
(black)

32x40mm

1 To order freephone 0800 288 558 or visit www.rxp.co.nz



RX Plastics LD is a product range with firm roots back 
in the original NZ Standards NZS7601. However in the 
nearly 50 plus years since the  establishment of the 
standard materials have advanced significantly. This 
has enabled RX to provide the same flexible product 
but at higher pressure ratings. RX Low Density is 
your steady performer.

RX Low Density is black in colour giving it the best 
UV stability above or below ground. 

Features
Because RXLD is relatively thick in the wall section,
it resists strongly to ‘kinking’ and wear and tear.

RXLD is made from specially derived PE material 
that enables tough resiliance but to still resist 
pressure and pull loads.

Benefits
• Designed for above and below ground use

• Excellent pressure rating

• Flexible performance

• Selection of sizes - 15 to 50mm.

• Tough

• Resilient

Fittings Types and Sizes
• LD Fittings 15-50mm

Over 100 fitting sizes in 20 types 
from Joiners to Bracket Elbows.

• RX Compression Fittings

15-40mm only. 59 fittings in 10 types 
from Joiners to Saddles

LD - RX LOW DENSITY PIPE

Pressure Ratings

15mm 970 kPa

20mm 900 kPa

25mm 800 kPa

32mm 650 kPa

40mm 600 kPa

45mm 550 kPa

50mm 600 kPa

15mm 17.10 2.45 140 970 12.20

20mm 25.15 3.30 130 900 18.55

25mm 31.50 3.30 115 800 24.90

32mm 37.75 3.30 94 650 31.20

40mm 44.15 3.30 87 600 37.55

45mm 50.25 3.30 80 550 43.65

50mm 56.85 3.30 72 500 50.25

Nominal Bore Average Outside
Diameter (mm)

Average Wall
Thickness (mm)

Max Working Pressure Average Internal 
Diameter (mm)psi kPa

Low Density Dimensions and Pressure Ratings
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OASIS®

PIPE RANGE



OASIS PIPE

20mm 20.15

25mm 25.15 1.75 21.65 1.75 21.65

32mm 32.15 1.75 28.65 1.90 28.35 2.05 28.05

40mm 40.20 2.05 36.10 2.32 35.50 2.50 35.00

50mm 50.25 2.60 45.05 2.90 44.45 3.20 43.85

63mm 63.30 3.25 56.90 3.82 56.05 4.05 55.20

75mm 75.35 3.65 67.65 4.32 66.70 4.80 65.75

90mm 90.45 4.37 81.25 5.17 80.10 5.75 78.95

110mm 110.50 7.00 97.85 7.00 96.50

Size External
Dimensions

Average
OD (mm)

Average Wall
Thickness 

(mm)

ID
(mm)

Average Wall
Thickness 

(mm)

ID
(mm)

Average Wall
Thickness 

(mm)

ID
(mm)

*Average = mean distribution of manufacturing tolerances and is provided as a guide only.

#Highlighted cells above = Products produced as standard in Oasis Pipe systems.

PE80 21 17 13.6 11 9 7.4

PE100 21 19 17 13.6 11 9

Compound PN 6.3 PN 8 PN 9 PN 10 PN 12.5 PN 16 PN 20

Standard Dimension Ratios (SDRs) for SERIES 1 Pipes

Medium Density Dimensions and Pressure Ratings - PE80

#

#Highlighted cells above = Products produced as standard in Oasis Pipe systems.

#

SDR 21
PN6.3

SDR 19
PN9

SDR 17

6bar / 9bar
PE80/PE100

AGC Female 
Coupler AGE Male 

Adaptor

PHILMAC METRIC 
COUPLERFriatec Electrofusion 

Coupler
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Medium Density Oasis™ Polythene Pipe 6 & 9 bar only
• Manufactured dimensionally to AS/NZS 4130. Not suitable for potatble water.

• Made from tough medium density polyethylene.

• Suitable for use with bloat remedies.

• Pressure ratings stipulated are recommended maximum working pressure at 20°C.

• Maintains a consistent pressure rating across a range of pipe diameters.

• Lightweight, flexible and strong, withstanding tough rural pipe laying.

• Clear identification on all coils.

• UV stable.

• Suitable for a wide range of fittings - Metric fittings, Electrofusion, and camlocks.

Oasis Polyethylene Pipe 6bar and 9bar
• Comes in 6 bar (green), 9 bar (red), 12 and 16bar (black) polyethylene pipe.

• From 25mm OD to 63mm OD at coil lengths of 50m, 100m, 200.

• Easy to recognise with the colour stripes and product is bloat resistant. 

MDPE Oasis Range - Code 300.xxx.ppp.len e.g. 300.32.9.100 is 300 series, 32mm, PN9 and 100m. 



OASIS PIPE

PE80 21 17 13.6 11 9 7.4

PE100 21 19 17 13.6 11 9

20mm 20.10 1.75 16.65 2.05 16.05 2.50 15.15 3.00 14.15

25mm 25.20 2.05 21.05 2.50 20.15 3.00 19.15 3.75 17.65

32mm 32.20 2.60 26.95 3.10 25.95 3.85 24.45 4.70 22.75

40mm 40.20 3.20 33.80 3.95 32.30 4.80 30.60 5.85 28.50

50mm 50.20 3.95 42.35 4.90 40.45 5.95 38.35 7.30 35.65

63mm 60.30 5.00 53.30 6.15 51.00 7.55 48.20 9.10 45.10

75mm 75.30 5.60 63.65 7.20 60.95 8.90 57.55 10.90 53.55

90mm 90.14 7.00 76.45 8.70 73.05 10.70 69.05 13.00 64.46

110mm 110.50 8.60 93.30 10.50 89.40 13.00 84.50 15.95 78.60

Size External
Dimensions

Average
OD (mm)

Average Wall
Thickness 

(mm)

ID
(mm)

Average Wall
Thickness 

(mm)

ID
(mm)

Average Wall
Thickness 

(mm)

ID
(mm)

Average Wall
Thickness 

(mm)

ID
(mm)

Compound PN 6.3 PN 8 PN 9 PN 10 PN 12.5 PN 16 PN 20

*Average = mean distribution of manufacturing tolerances and is provided as a guide only.

#Highlighted cells above = Products produced as standard in Oasis Pipe systems.

Medium Density Dimensions and Pressure Ratings - PE100

Oasis Pipe Systems
MDPE Oasis Range - Code 300.xxx.ppp.len e.g. 300.32.9.100 is 300 series, 32mm, PN9 and 100m. 

#Highlighted cells above = Products produced as standard in Oasis Pipe systems.

#

Medium Density Oasis™ Polythene Pipe 12 & 16 bar only
• Manufactured to AS/NZS 4130. Black. Suitable for Potable water.

• Pressure ratings stipulated are recommended maximum working pressure at 20°C.

• PE100 Pipe is suitable for use with Bloat remedies.

• Suitable for a wide range of fittings - Metric fittings and Electrofusion.

• Special pricing may be given on larger quantities over 2000 metres of individual pipe 
size groups.

• Comes in 6 bar (green), 9 bar (red), 12 and 16bar (black) polyethylene pipe.

• From 25mm OD to 63mm OD at coil lengths of 50m, 100m, 200.

• Easy to recognise with the colour stripes and product is bloat resistant. 

12bar & 16bar
PE100

Oasis Polyethylene Pipe 12bar and 16bar

SDR 13.6 
PN12.5

SDR 11
PN16

SDR 9 SDR 7.4

#

PHC Philmac 
Metric Coupler

Friatec Electrofusion 
Coupler
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(K.PIPE IS ALSO USED FOR EFFLUENT APPLICATIONS)
• Preferred by installers

• Easy fit to hydrants, camlocks & compression fittings

• Flexible when dragging.

• Strong enough to prevent kinking.

• Sizes suit most efflent installations

EFFLUENT PIPE

• Designed specifically for E�uent Use.

• Suitable for AG camlocks used for 50, 63, 75 & 90mm connections.

• Easy to work with and user friendly.

• SDR 17 PE80

MDEF 57mm 57.30 3.50 116 800 50.30

MDEF 63mm 63.30 4.05 116 800 55.20

MDEF 75mm 75.35 4.80 116 800 65.75

MDEF 90mm 90.45 5.75 116 800 78.95

PE100 75mm 75.35 4.80 145 1000 65.75

PE100 90mm 90.45 5.75 145 1000 78.95

PE100 110mm 110.50 7.00 145 1000 96.50

Code 
Nominal Bore

Average Outside
Diameter (mm)

Average Wall
Thickness (mm)

Max Working Pressure Average Internal 
Diameter (mm)psi kPa

MDEF E�uent Pipe Dimensions and Pressure Ratings

MDEF E�uent Pipe Fittings

• Philmac fittings are suitable for joining this pipe series

• Codes PHCxx for a coupler (xx=size ie. 63)

• Camlock are generally used for 
coupling 

• Codes : AGCxxaa is a coupler    
(xx=Coupler end size   
i.e. 51 size or 76 size...)

• Codes : AGExxaa a coupler 
(aa=pipe size ie. 63mm) 

MDEF E�uent Pipe Fittings

•

AGC Female 
Coupler AGE Male 

Adaptor

PHC Philmac 
Metric Coupler
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MDID IMPERIAL PIPE

*Average = mean distribution of manufacturing tolerances and is provided as a guide only.

MDID Dimensions and Pressure Ratings

15mm 17.50 1.75 12 Bar 13.80

20mm 25.15 2.45 12 Bar 20.25

25mm 31.50 3.10 12 Bar 25.30

32mm 37.75 3.65 12 Bar 30.45

40mm 44.15 4.25 12 Bar 35.65

50mm 60.40 5.75 12 Bar 48.90

Nominal Bore Average Outside
Diameter (mm)

Average Wall
Thickness (mm)

Max Working Pressure
PN (Bar)

Average Internal 
Diameter (mm) 

12bar

MDID Pipe Dimensions and Pressure Ratings
• Superior flow over low density due to thinner wall sections.

• 15-50mm MDID - design safety factor to the same as AS/NZS 4130 (metric).

• Equivalent to Imperial High Density Pipe class D.

• MDID is suitable for use with Bloat Remedies.

• Pipe manufactured to RXP Company Standards.

• Scratch resistant.

• Suitable for RXP Compression fittings and tapping saddles.

• Pressure ratings stipulated are recommended maximum working pressure at 20°C.

• Measured as nominal bore (internal diameter measurements).

• Special prices may be given on larger quantities over 2000 metres of individual pipe size groups.

Fittings Types and Sizes

• RX Compression Fittings
15-50mm only. 59 fittings in 10 types 
from Joiners to Saddles
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